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514 S. Spring St.

Los Angeles, CA 90013

Theatre 2     Stage Specifications

Seating:  

Orchestra – 298

Grid: 

Single catwalk above house

Single rail @ back of house

Box booms both sides of the house

Pipe and counterweight fly system

16 line sets

Stage: 


Proscenium variable opening – 


25’9”-35’5” wide, 13’-20’ high


20’3” to back wall


23’5-1/2” with apron


Stairs, SL, SR off apron

Drapery: 

White Cyc – Line 16


Black traveler – Line 15


Black scrim – Line 14


20’x15’ projection screen – Line 4

Loading: 

Door - 7’2”x11’10”


Ramp access from alley at street level

Lighting:


Control - Strand 520i, DMX 512


242, 2.4 K CD80 dimmers


600 amp company switch backstage

Instrumentation:

List of equipment supplied with plot

Spotlights:


1 Ultra Arc Series 2

House Rep plot:


9 areas – each area includes:


1 front light


2 down lights


2 side lights (each side)


4 color washes

General:


3 color Cyc wash


2 color back wash


27 specials

*Specific color and gobos supplied by others

Sound:


Board - Yamaha LS9-16


16 Channel snake


Playback – Denon DNT625 CD/Cassette



Instant Replay II

Speakers – Left/Right/Center

1 Meyer CQ1 (each location)

1 Meyer 600HP DSR


Front Fills – 6, Meyer MM4


*Wireless - 4 Shure SLX-L4



With Lav & SM58

*Monitors - 8 Radian Micro Wedges *Mic package
Crew:


All technical operations crew will be provided by The LATC, unless otherwise agreed on by the Technical Director,  including, but not limited to: electricians for hang and focus, A2’s, Light and Sound programmers, board and followspot operators, riggers, fly rail operators, carpenters, and any other labor deemed necessary by The LATC Technical Director. A 4 hour minimum call is required. Time and a half after eight, and double time after twelve. 

*Available as rental equipment
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